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NOTES:
1. BACKFILL SHALL BE SUITABLE MATERIAL THAT IS FREE FROM HEAVY
CLAY, GUMBOS, DEBRIS, ORGANICS AND LITTLE TO NO EXCESSIVE
MOISTURE.
2. SELECT BACKFILL MAY BE SUBSTITUTED OR REQUIRED BY CITY TO
ACHIEVE COMPACTION, (\.E‘ #57, ABC, CRUSHED LIMESTONE, CLEAN
SAND, FLOWABLE FILL, ETC).
3. 8=INCH OF ABC BASE MATERIAL SHALL BE USED ON CITY STREETS.
4. BACKFILL AND BASE MATERIALS SHALL BE COMPACTED 120 MINIMUM
LIFTS
5. SOIL SHALL BE COMPACTED BY A MECHANIZED TAMPER (I.E JUMPING
JACK), HOWEVER, VIBRATORY ROLLERS > 180 WIDTH MAY BE USED
FOR LARGER EXCAVATIONS. THE PLATE TAMP METHOD SHALL NOT
BE USED.
6. ALL APPROVED CASTINGS SHALL BE SET FLUSH TO GRADE AND
SUPPORTED IF APPLICABLE.
7. ABC BASE AND SUBBASE COMPACTED TO 98% AND BACKFILL AND
EMBEDMENT COMPACTED TO 90% AS DETERMINED BY THE MODIFIED
PROCTOR AASHTO METHOD T-99.
8. 1-FOOT CUTBACKS OF ASPHALT SHALL BE PREPARED ON
UNDISTURBED SOIL.  MINIMUM ASPHALT DENSITY IS 90%.
STANDARD DETAIL CITY OF WILMINGTON
DATE: SEPTEMBER, 2010 UTILITY EXCAVATION ENGINEERING OFFICE
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